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@ o 7 HOUSING:  THERMOPLASTIC UL94 V-0
= 2 CONTACTS/SHIELD:  COPPER ALLOY
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3 2. FOR PRODUCT SPECIFICATIONS SEE PR022-01.
— — 3. DIMENSIONS AND TOLERANCES COMPLY WITH TIA-1096 STANDARD.
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PIN CALLOUT 015 [0.38] BUT MAY CARRY SOME CONSEQUENCES IN THE FORM OF
—— 600 [15.24] —— SUGGESTED PANEL OPENING BOTTT%F;A OOFFP(?F?EIL?\IG 275 [6.99] MAX LOWER MATING FORCES OR TIGHTER ASSEMBLY TOLERANCES.
—— 525 [13.33] — — ’ ’ ‘ 5. CONNECTOR LUBRICANT APPLIED TO CONTACTS WITH
$.035 [0.89] +.003 [0.08] (32) 3 FORWARD FACING GEOMETRY.
——1 |~—.050 [1.27] PIN NO. 1 <
#.006 [0.15] 0P Rovy =
e 350 [8.89] )
| i BT 555 P[0 oo - o o 50 MICRO-INCHES [1.27um] | SS—7388H22S—PG4—AC—50
— 0o oo & 00 & |
© .050 [1.27] TP —=| (=— CONTACT PLATING
S e 4 & & T ‘ 100 [254] PART NUMBER
= 5 o —®&[loooo 0o o0 @ = ( 9,035 [.0.89] ) (8) £ IN MATING AREA
o A [=2] — M ‘ b
S & 5 = 00 o 000 |4 g = Rk ol o
e = = ,‘ N wl, | S g Ao T [mRo AaLe PRoECTON :
s g  084[213] SEE DETALL "A" £ PIN NO. 1 _ |~—.084 [2.13] o I 11118 Susquehanna Trail South
J M 4 PLACES BOTTOM ROW {} i S DETAL A . @ @W@F Glen Rock, PA 17327-9199
- - - T o} 717) 235-7512
© CONNECTOR (
1 1 180 [4.57] 180 [457) T t t TYPICAL HOLE LAYOUT g q http: //www.stewartconnector.com
_q} o bel group p: . .
|~ 1.000 [25.40] ——— T =
128 [3.25] 1 5 ggAmTcﬁgAétEJB[\)Eéﬂg EIGHT CONTACT, EIGHT POSTION
¢ 125 [318](2) a 10 [2 79] 10 [2 79]_> . CHANGE WITHOUT NOTICE SH|E|_DED STACKED HARMON|CA JACK, 4 PORTS (2 ON 2)
¢006 [0 15] RoHS DIMENSIONS: INCHES [METRIC] THIS DRAWING AND THE SUBJECT MATTER SHOWN THEREON ARE DRN BY: DATE
P.C.B. RECOMMENDED HOLE LAYOUT CONFIDENTIAL AND THE PROPRIETARY PROPERTY OF STEWART CONNECTOR KRL 2 / 3 / 06
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