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NOTICE - These drawings, specifications, or other data (1) are, and remain the
property of Amphenol corp.  (2) must be returned upon request; and (3) are
confidential and not to be disclosed to any person other than those to whom they
are given by Amphenol Corp.  the furnishing of these drawings, specifications, or
other data by Amphenol Corp., or to any other person to anyone for any purpose is
not to be regarded by implication or otherwise in any manner licensing, granting
rights to permitting such holder or any other person to manufacture, use or sell any
product, process or design, patented or otherwise, that may in any way be related to
or disclosed by said drawings, specifications, or other data.
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DRAWING NO.431-10002

ITEM NO.431-10002

PART NO.431-10002 

NOTES: 
1.  MATERIALS AND FINISHES: 
     RUBBER
2. ENVIRONMENTAL:
     A. UV RESISTANT (1120W/960H)
     B. LIFE: 10 YEARS
     C. WORKING TEMPERATURE: -55°C TO 155°C
     D. ACID ALKALI RESISTANT
     E. WATERPROOFING STANDARD: IP-67
3.  PACKAGING: 
     A. QUANTITY:  SINGLE PACK 
     B. MARKING:  BAG TO BE MARKED  
        "AMPHENOL, 431-10002, AND DATE CODE" 
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