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COPYRIGHT 2006 By — E B P | LR DESCRIPTION DATE DWN | APVD
NOTES: C ECR—06-001518 25JAN06  |JMS|IFWK
A PACK IN ACCORDANCE WITH AMP SPEC 107-3275 D | ECO—11-010858 25MAY20 11 TITAN|MARTIN
/2 100 TRAY PACK IN ACCORDANCE WITH AMP SPEC 107-3275
/A Ni PLATING
/N THIS ITEM MUST BE WHITE
5 ELECTRICAL CHARACTERISTICS
FREQUENCY RANGE: N/A
NOMINAL IMPEDANCE: N/A
INSULATION RESISTANCE: N/A
WORKING VOLTAGE: N/A
DIELECTRIC WITHSTAND VOLTAGE:  N/A
CONTACT RESISTANCE: 5 1 N (3 4
CENTRE CONTACT: N/A ® O © ®
OUTER CONTACT: 0.20 mOhm Max
VSWR @ xGHz: N/A
INSERTION LOSS xdb: N/A \ ® w
6 MECHANICAL CHARATERISTICS />
COUPLING RETENTION FORCE: N/A o
CABLE RETENETION FORCE: N/A o
DURABILITY: 500 Cycles Min = s
7 ENVIRONMENTAL CHARACTERISTICS hl
OPERATING TEMPERATURE: —65 to +165 DegC ©
a ) 0
14.90 ~70.00 REF.
1 1 [ siLicONE RUBBER A\ | GASKET 5
1 1 | BRASS /A | cHAIN 4
1 1 | STAINLESS STEEL JOINT 3
1 [ 1 | BRASS /A\ | RIVET 2
1 | 1 |BRASS /\ | SHELL 1
6--0|1--0 MATERIAL DESCRIPTION  [ITEM
QUANTITY PER ASSY PARTS LIST
DWN 25JANOB
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PRODUCT SPEC

NAME

BNC PLUG CAP+CHAIN

0 PLC + -
1 PLC o
2 PLC + -
3 PLC + - APPLICATION SPEC
4p + -
GLES +— —
MATERIAL FINISH WEIGHT
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